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THE INFORMATION DEP[CTED DN THIS MAP
REPRESENTS THE RESULTS OF SLRVEYS NADE
ON THE DATES_INDICATED AND CAN ONLY BE
CONSIDERED AS INDICATING THE GENERAL
CONDITIONS AT THE TINE.

LON WATER DATUM

GRID COORDINATES

GRIDS SHOWN ARE BASED ON NATIONAL
GEODETIC SURVEY PROJECTION TABLES,
STATE OF MICHIGAN. SOUTH ZONE (2113).
LAMBERT PROJECTION. 1383 NORTH AMERIGAN
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PROJECT DEPTH 27.5 FT.

ALL DIRECTIONS ARE_GRID AZIMITHS
REFERRED T0 NORTH ZERO.
NaTES:
PROJECT DEPTHS

GAGES USED WERE TAKEN FROM NOAA GAGE DATA AT
WINDMILL POINT AND ST. CLAIR SHORES VIA THE INTERNET.
POSITIONS WERE DETERMINED BY GPS

REFERENCE BEACON 838, LOGATED AT FORT WAYNE

PROJECT DEPTHS ARE AS INDICATED ABOVE.

THE AUTOMATED ELECTRONIC SURVEY WAS
CONDUCTED BY FREDRICK J-W- DOUGLAS.
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TRANSDUCER FREQUENCY USED T0 MEASURE DEPTH
DATA WAS 214 KHZ AND THE BEAM ANGLE WAS 16.5 DECREES.
AUTOMATED EQUIPMENT USED

POSITIONING: STARLINK DGPS
DATA PROCESSOR: MICRON P
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PEACH ISLAND RANGE
LAKE ST. CLAIR. MICHIGAN
C.S. 72400 TO  C.S. 107400
AUTOMATED SWEEP SURVEY RESULTS
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